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Hélicoptere

L'hélicoptére est un giravion dont la ou les
voilures tournantes assurent a la fois la
sustentation et la translation pendant toute
la durée du vol. L'hélicoptére ordinaire est
construit autour d'un fuselage. Dans le cas
de I'hélicoptére de sauvetage illustré ci-dessous,
le fuselage est adapté pour former une coque
amphibie. L'hélicoptére, armé de mitrailleuses,
de lance-grenades et de missiles, est devenu
un instrument essentiel de toutes les armées.
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Avion léger

| queue numéro d’immatriculation La partie centrale d'un avion est appelée le
tail assembly registration number fuselage. Pour se poser sur l'eau, un avion
utilise des flotteurs. Pour s’assurer une portance

feu rotatif suffisante et s'élever, le planeur est tiré par

rotating beacon un avion & moteur ou par une voiture, grdce

embléme du constructeur a un cable fixé a un _crochet de remorque.
manufacturer’s 10go Le planeur'se pose _son sur une roue, soit
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Private Aircraft nose cone

A aircraft's central body portion is
called the fuselage. To land on water,
an airplane uses pontoons. To
become airborne and begin soaring,
a glider is pulled behind a motor-
driven airplane or car by a cable at-
tached to a tow hook. A glider lands
on either a landing wheel or a skid.
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